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SUMMARY 

A n  experimental investigation has been conducted t o  determine the 
performance of a three-shock external-compression variable-geometry i n l e t  
located behind a cockpit enclosure on the  top of the fuselage of a pro- 
posed airplane configuration. Compression of the  a i r  w a s  achieved by a 
v e r t i c a l  wedge cent ra l ly  mounted i n  the  inlet  and having a fixed-angle 
f i r s t  ramp and a variable-angle second ramp. Performance e f f ec t s  of 
wedge boundary-layer removal with two compression surface porosi t ies  and 
two bleed e x i t  areas a t  the top of the duct were determined. The e f f ec t s  
of variable second wedge angle, angle-of-attack charac te r i s t ics ,  and per- 
formance a t  angles of sideslip wit .h  symmetric and asymmetric wedge deflec- 
t i on  were a l so  investigated. The ranges of Mach number, angle of a t tack,  
and angle of s ides l ip  were 1.6 t o  2.35, -6' t o  20°, and -9' t o  4O, 

r e  spec t i vely . 
With wedge boundary-layer bleed, pressure recoveries of 0.93 and 

0.89 were obtained a t  Mach numbers 1 .6  and 2.0. Distortion w a s  s ign i f i -  
cantly decreased as a result of bleed. 
increased e f fec t ive  thrus t  r a t i o  by 3 and 1 3  percent &t Mach numbers 1 .6  
and 2.0. 

At engine matched mass flow, bleed 

Wedge-angle variations up t o  + 3 O  from the optimum se t t i ng  a t  Mach 
number 1.6 o r  about +2O a t  Mach number 2.0 caused a loss i n  pressure 
recovery of less than 1 percent. 

Pressure recovery w a s  maintained up t o  15' angle of a t tack  a t  Mach 
number 1 .6  and 7' a t  Mach number 2.0. 
maintained nearly constant up t o  12' angle of a t tack.  

The stable range of mass flow was 

Asymmetric second-wedge deflections of 1' per degree of s ides l ip  
were e f fec t ive  i n  maintaining pressure recovery and delaying buzz a t  
engine matched mass f l o w .  

T i t l e ,  Unclassified. * 



2 

INTRODUCTION 

A top inlet location offers several advantages over other inlet 
positions. Some of these advantages are: store carrying capacity can 
be greater, stores can be carried internally or semisubmerged, and inges- 
tion of foreign objects from runways is less likely to occur. 
attack performance of top inlet configurations is, however, adversely 
affected by body crossflow and boundary-layer thickening. 
difficult to determine a satisfactory fuselage forebody shape in combina- 
tion with a top inlet location which will provide high performance at 
angles of attack. Further, compression surfaces shoad be incorporated 
which are insensitive to angle of attack. The investigations of refer- 
ences 1 and 2 have indicated that vertical-wedge compression surfaces are 
satisfactory from this latter standpoint. 

Angle-of- 

It is therefore 

For the present investigation a vertical-wedge inlet was located on 
top of the fuselage of a complete model configuration of a fighter-bomber- 
type airplane. This was the same model that was used ih the investigation 
of reference 3. The test had as its objectives the determination of the 
effects of compression surface boundary-layer bleed upon pressure recovery 
and distortion, the drag penalty associated with discharging bleed air, 
the effects of variable-wedge angle upon inlet performance, and the opti- 
mum wedge angle for each Mach number. 
and performance at angles of sideslip with symmetric and asymmetric wedge 
deflection were also investigated. 

Angle-of-attack characteristics 

The tests were performed in the 9- by 7-foot test section of the 
Ames Unitary Plan supersonic wind tunnel at Mach numbers of 1.6 to 2.35. 
Reynolds number was approximately 2.5 million per foot. 

SYMBOLS 

capture area, 0.034 sq ft 

duct area at compressor face, 0.057 sq ft 

drag coefficient referred to stability axes, - D 
qs 

drag, lb 

engine net thrust,:,lb ,. 

effective-thrust ratio 



Mach number 

mass flow, slugs/sec 

wedge boundary-layer-bleed mass-flow ratio 

compressor mass flow mass-flow ratio, 
free-stream mass flow based on capture area 

inlet mass -f low 

compressor-face 

total pressure, 

m3 m, ratio, - + - 
m , m ,  

(ptJW, - 
total-pressure distortion, 

t3 
P 

lb/sq ft 

pressure recovery 

dynamic pressure, lb/sq ft 

wing area, 3.046 sq ft 

engine air-f low rate, lb/sec 

corrected air-f low rate, lb/sec/sq f t 

angle of attack, deg 

angle of sideslip, deg 

compressor-face total pressure divided by standard sea-level 
pressure 

compressor-face total temperature divided by standard sea-level 
temperature 

wedge half-angle of second ramp with respect to fuselage center 
line, deg 

change of wedge half-angle from symmetric position, positive 
direction to the left, deg 

3 
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Subscripts 

1 

2 

3 

a3 

i 

L 

R 

W 

p5 

'15 

E O  

ES 

E2 

capture s t a t ion  

in l e t  s t a t i o n  

compressor-face s t a t ion  

free-stream condition 

ideal 

l e f t  

r ight  

wedge 

Bleed Configurations 

5-percent-openY variable-wedge, porous p la te  and inner d i f fuser  
wall porous p la te  

l?-percent-open, variable-wedge, porous p la te  and 3-percent-open, 
inner d i f fuser  w a l l  porous p la te  

closed porous-wedge bleed ex i t  

small porous-wedge bleed e x i t ,  0.0089 sq f t  

large porous-wedge bleed e x i t ,  O.Oll2 sq f t  

MODEL AND TE3I'S 

Model Description 

I l lus t ra t ions  of the tes t  model a re  shown i n  the photographs of 
f igure  1 and the sketches of f igures  2 and 3. The inlet, located above 
and behind the canopy as shown i n  figure 2, was  s p l i t  i n to  two ducts by 
a ver t ica l  wedge. 
upstream of the compressor-face s ta t ion.  
plished by two oblique shock waves, the f i rs t  from a f ixed wedge with a 
6' half-angle and the second from a variable wedge. The variable-wedge 

The t w o  ducts rejoined t o  form a s ingle  diffuser  j u s t  
External compression was accom- 
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angle l i m i t s  of 3- /bo and 19' are indicated i n  f igure  3(a). Compression 
surface bleed w a s  applied through the porous surface of the variable wedge 
and the inner diffuser  w a l l .  
f i r s t  oblique shock on the outer l i p  a t  about Mach number 2.1. A fuselage 
boundary-layer s p l i t t e r  plate  which formed the f loo r  of the i n l e t  ( i l l u s -  
t ra ted i n  f i g s .  1 and 3(a) )  was cut back i n  conformance with the r e su l t s  
of reference 2. 
Subsonic diffuser  area measured normal t o  the flow i s  presented i n  
figure 4. 

The in le t  w a s  designed t o  operate with the 

Asymmetric wedge deflection i s  shown i n  f igure 3(b). 

The extent of porous surfaces on the variable wedge and the inner 
diffuser w a l l  i s  shown i n  figures 2 and 3. The porous surfaces were 
formed of smooth plates  with uniformly spaced c i rcu lar  holes normal t o  
the surface. Two configurations of porosity were tested: (1) ?-percent- 
open plates  on both surfaces, and (2) a 13-percent-open plate  on the 
variable wedge and a 3-percent-open plate on the inner diffuser  w a l l .  

A cavity behind the variable wedges and inner diffuser  w a l l s  served 
as a plenum chamber f o r  cogpression surface boundary-layer bleed air .  
The air  w a s  then discharged through a f lush e x i t  located above the wedge 
chamber. Details of the e x i t  a re  shown i n  figures l ( c )  and 2. Three 
e x i t  configurations were tested: (1) closed, (2) a small e x i t  with a 
combined e x i t  area of 0.0089 square feet ,  and (3) a large e x i t  with a 
t o t a l  e x i t  area of O.Oll2 square f ee t ,  as shown i n  f igure l ( c )  . 

The t e s t  model was mounted on a 7-component strain-gage balance 
held by a hollow s t ing  so that forces and moments were recorded simul- 
taneously with the internal-flow measurements. The balance, consisting 
of 4 normal-force gages, 2 side-force gages, and a chord-force gage was 
b u i l t  around the duct. Mass flow w a s  controlled with an i r i s  valve located 
a t  the e x i t  of the of fse t  support sting. 

Instrumentat ion 

Compressor-face instrumentation a t  air-flow s ta t ion  3 consisted of 
36 total-pressure and 12 static-pressure tubes. 
were arranged i n  6 rakes, each with 6 tubes spaced t o  enable area-weighted 
total-pressure integration. 
i n  the w a l l  of the duct and the other 6 were i n  the surface of the com- 
pressor hub. 

The total-pressure tubes 

Six of the static-pressure tubes were placed 

A flow meter, b u i l t  in to  the hollow support s t i ng  and located about 
57 inches downstream of the compressor face, was used t o  measure mass 
flow. Special  care w a s  taken t o  insure accurate measurement of mass f h w .  

A s ingle  static-pressure tube was located i n  the wedge chamber. 
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Total drag was measured with an in te rna l  strain-gage balance b u i l t  
in to  the model around the duct. 
exi ted a t  the base of the model necessitated extensive base-pressure 
instrumentation. 
pressure tubes, 6 located on the s t ing  a t  the base of the model and 5 
located in  the chamber between the s t ing  and the model shel l .  

Duct labyrinth sea l  leakage air  which 

Base pressure w a s  measured as the average of ll s t a t i c -  

In  order t o  deternine e x i t  momentum of the in te rna l  flow, duct e x i t  
s t a t i c  pressure w a s  measured as the average reading of 4 tubes located 
a t  about s ta t ion  52. 

A pressure transducer located i n  the f loo r  of the duct immediately 
downstream of the vertical-wedge assembly was used t o  detect  "buzz" 
(defined a s  unsteady flow i n  the inlet  and subsonic diffuser  a t  subcri t i -  
c a l  mass-flow conditions). 

T e s t  Procedure 

The tests were conducted a t  free-stream Mach numbers of 1.6, 1.8, 
2.0, 2.1, 2.2, and 2.35. 
from -6' t o  20' and from -9' t o  bo, respectively. 
varied from 3-1/h0 t o  19'. 
deflection t o  s ides l ip  angle (Au/P) was from 0 t o  3.0. 

The angles of a t tack and s ides l ip  were varied 
Wedge half-angles were 

The range of r a t io s  of asymmetric wedge 

Data Reduction 

lkta were reduced t o  standard coefficient and dimensionless r a t i o  
Drag corrections were made f o r  base pressure variations and f o r  form. 

buoyancy which i s  a r e su l t  of tunnel longitudinal static-pressure varia- 
t ion .  

Internal drag, which i n  t h i s  investigation w a s  considered t o  be the 
change i n  momentum from the f r e e  stream t o  duct e x i t  of the air  passing 
the compressor s ta t ion,  w a s  subtracted from measured drag. 
momentum was calculated from the measured e x i t  s t a t i c  pressure by use of 
one-dimensional flow equations. Correcting measured model a t t i tudes  f o r  
tunnel stream angle and f o r  s t i ng  and balance load deflections determined 
angles of at tack and s idesl ip .  

Duct e x i t  

I n  order t ha t  the mass flow through the bleed e x i t  could be calcu- 
lated, the following assumptions were made: (1) flow was choked a t  the 
e x i t  or  the bleed e x i t  s t a t i c  pressure was equal t o  free-stream s t a t i c  
pressure, depending on wedge chamber pressure; (2) the flow velocity 

L 
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within the wedge plenum chamber was low enough tha t  t o t a l  pressure w a s  
indicated by the static-pressure tube; and (3) one tube gave the average 
pressure of the en t i r e  chamber. 

RESULTS AND DISCUSSION 

The resu l t s  of t h i s  investigation are  discussed i n  the following 
sequence: f i r s t ,  the e f fec ts  of bleed area and the best  bleed configura- 
t ion; second, with the best  bleed configuration, the e f fec ts  of wedge- 
angle variation; third,  inlet performance over the angle-of-attack range; 
fourth,  inlet performance over the range of angles of s ides l ip  with sym- 
metric and asymmetric wedge angles. 

Bleed Effects 

Several combinations of bleed exit  area and wedge porosity were used 
t o  determine the effectiveness of compression surface boundary-layer 
bleed. 
configuration designations. ) 

The resu l t s  a re  presented i n  figures 5 and 6. (See SYMBOLS f o r  

In  figure 5 inlet character is t ics  a re  presented as a function of 
i n l e t  mass flow,, Application of bleed increased the pressure recovery, 
increased the drag coefficient,  and decreased d is tor t ion  substantially.  
The various combinations of e x i t  area and porosity a l l  exhibited about 
the same improvement i n  pressure recovery and decrease i n  dis tor t ion 
compared t o  the closed bleed e x i t  configuration. Therefore only one 
configuration, P,,Ez, was used f o r  the remainder of the test. 
mass flow, and correspondingly drag, increased both with increase i n  
variable-wedge porosity and e x i t  area. 

Wedge bleed 

A comparison of pertinent performance character is t ics  with and without 
bleed (P,,EZ and P,Eo, respectively) a t  an angle of a t tack of 2 O  near 
c r i t i c a l  i n l e t  mass-flow ra t ios  i s  summarized a s  follows: 

- 
M, 

1.6 
- 

1.8 

2.0 - 

9 
12 

17 - 

Bleed - 
3.95 

91 
90 - 

bleed bleed 
increase, 

0.07 5.6 

07 7.1 
.06 13.9 I 

CD 
increase, 
percent 

6.3 
6.5 

7.1 



The closed bleed e x i t  configuration (PsEo) retained the ?-percent 
porous plates on the wedge and inner diffuser  wall. A s  a resu l t ,  recircu- 
la t ion  occurred through the porous plates  with unknown e f fec t s  on pressure 
recovery and dis tor t ion.  

Examination of the table  reveals t ha t  the gain i n  pressure recovery 
as a resul t  of boundary-layer bleed increased with Mach number while the 
drag penalty associated with discharging the bleed a i r  remained nearly 
constant. 
above a Mach number of 1.8 inasmuch as the increases i n  drag and pressure 
recovery nearly of fse t  each other a t  Mach numbers of 1.6 and 1.8. Bleed 
significantly reduced the total-pressure d is tor t ion  a t  a l l  Mach numbers. 

Performance improvement with bleed became signif icant  only 

I n  f igure 6 typ ica l  i n l e t  character is t ics  are presented as a function 
of compressor mass flow i n  order t o  evaluate the i n l e t  performance when 
matched with a specif ic  engine, 
compressor-air requirements plus cooling air ,  and thrus t  character is t ics  
were assumed f o r  a conventional two-spool turbojet  engine with afterburner. 
The conditions f o r  engine matching were a standard day and an a l t i t ude  
of 35,000 feet. 

Air-flow requirements, which comprise 

Application of bleed increased the pressure recovery from 2 t o  
9 percent and effective-thrust  r a t i o  from 3 t o  13  percent of idea l  net  
th rus t  but  had l i t t l e  e f fec t  on s table  range of mass flow. A comparison 
of the performance character is t ics  with and without bleed ( Pl,EZ and 
P5Eo, respectively) a t  2' angle of a t tack a t  engine matched mass-flow 
r a t i o  is summarized below: 

Application of bleed gave a large increase i n  effect ive thrus t  r a t i o  
a t  a Mach number of 2.0 and l e s se r  increases a t  the lower Mach numbers.l 
A t  a Mach number of 2.0, the s table  operating range of mass flow with 
bleed was about16.2 percent of the maximum mass-flow ra t io .  Changes i n  
bleed e x i t  area or wedge porosity had l i t t l e  e f f ec t  on the stable range. 

account f o r  the i n l e t  effect ively being too large since it w a s  assumed 
tha t  this  would r e su l t  i n  only a small difference i n  the comparison of 
th rus t  ra t io .  

'Drag of the configuration without bleed (P,Eo) w a s  not adjusted t o  
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A significant effect of bleed was the decrease in distortion as shown 
in figure 7. Contours of local total-pressure recovery are compared near 
critical inlet mass-flow ratio. Bleed improved pressure distribution as 
a result of an increase in total pressure at the bottom of the duct. The 
high-pressure regions on either side of the compressor hub are similar to, 
but less severe than, those found in the underslung inlet of reference 2. 

Wedge-Angle Effects 

Characteristics of the inlet for second wedge angles from 3-1/b0 to 
19' with bleed applied (Pl,EZ) are shown in figure 8. 
performance at engine matched mass f l o w  are summarized in figure 9. Wedge 
angle may be varied from the optimum setting by about +3O at a Mach number 
of 1.6 or about +2O at a Mach number of 2.0 with a drop in pressure 
recovery of less than 1 percent. 
flat in the region near their maximum values. Therefore, a coarse setting 
of wedge angle is allowable with little sacrifice in performance. The 
second wedge angles for maximum net thrust, as indicated in figure 9, 
are 9O, l3', and 17' at Mach numbers of 1.6, 1.8, and 2.0, respectively. 
With these wedge angles, the stable operating range decreased from 
24 percent of maximum mass-flow ratio at Mach number 1.6 to 16 percent 
at Mach number 2.0. 

The results of 

The thrust ratio curves are similarly 

Characteristics at Angle of Attack 

Figure 10 indicates the performance characteristics of the inlet 

Stable 
with bleed (P,,EZ) at various angles of attack. Pressure recovery and 
distortion generally were little affected by angle of attack. 
operating range was about constant for angles of attack between 2' and 
12". The good pressure-recovery performance of the inlet at angles of 
attack indicates that the fuselage crossflow had minor effects. 

Figure 11 indicates inlet pressure-recovery and distortion charac- 
teristics near engine matched mass flow. 
bleed configuration (Pl,E~) are shown. 
up to 15' angle of attack at Mach number 1.6 and 7' at Mach number 2.0. 

Angle-of-attack effects for the 
Pressure recovery was maintained 

The compressor-face pressure-recovery contours of figure 12 illus- 
trate the effects of angle of attack near engine matched mass flow. 
Figure 7 may be referred to for additional comparisons. 
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Characteristics at Angle of Sideslip 

Symmetric wedge deflections.- Figure 13 presents the performance of 
the top inlet at angles of sideslip. Wedge deflection was symmetric; 
that is, the left and right wedge angles were equal. The data were taken 
at 2' angle of attack except where flagged symbols indicate 0' angle of 
attack. 
differences in angle of attack; the drag however was adjusted. The loss 
in pressure recovery and increase in distortion with sideslip angle was 
large. Most important was the buzz which occurred at small angles of 
sideslip. In addition, the stable operating range decreased with sideslip 
angle. As a result, there was heavy buzz at the engine match point in 
many instances. An undesirable characteristic of this inlet fuselage 
combination in sideslip attitudes is indicated in reference 3. With 
symmetric wedge deflection and reduced mass flow (buzz present) the model 
experienced large changes in directional stability near 0' sideslip. 
was the result of twin-duct instability (ref. 4) at very low mass-flow 
ratios. 

Pressure recovery and distortion were not affected by these 

This 

Asymmetric wedge deflections.- As a method to overcome the diffi- 

The method and direction of wedge deflection is illustrated in 
culties at angles of sideslip, asymmetric wedge deflection was investi- 
gated. 
figure 3(b). 
deflection was increased as sideslip angle was increased. Inlet perform- 
ance with asymmetric wedge deflection is presented in figure 14. 
Asymmetric wedge deflection was effective in extending the stable range 
of mass flow, increasing pressure recovery, and decreasing distortion 
during sideslip. A match point in the stable operating range of mass 
flow was always possible by proper selection of asymmetric wedge deflec- 
tion. As previously mentioned, a buzz-free match point was not always 
possible with symmetric wedge deflection. 

Windward wedge deflection was reduced and leeward wedge 

A comparison of symmetric and asymmetric wedge inlet performance at 
engine matched mass flow is shown in figure 15. Performance with various 
ratios of asymmetric wedge deflection to sideslip angle, &/p, is pre- 
sented as a function of sideslip angle. The optimum inlet performance in 
sideslip was obtained with a ratio of &/p of 1. For simplicity of 
control systems, it is desirable to be able to pick a single ratio of 
Aa/p for all sideslip conditions. Asymmetric wedge deflection with this 
optimum ratio gave highest pressure recovery and least distortion, and 
permitted a buzz-free engine match point. Performance improvements 
appeared to increase with Mach number. 

The pressure contours of figure 16, when compared with bleed config- 
uration contours of figure 7, disclose the effects of sideslip with sym- 
metric wedge deflection and the improvements obtained with asymmetric 
wedge deflection. A significant improvement both in pressure recovery on 
the leeward side of the duct and in distortion is evident when asymmetric 
wedge deflection is employed. 
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SUMMARY OF RESULTS 

The performance of a three-shock, external-compression, variable- 
geomtry inlet located behind a cockpit enclosure on the top of a fuselage 
was determined. The Mach number, angle-of-attack, and angle-of-sideslip 
ranges of the test were 1.6 to 2.35, -6O to 20°, and -9' to bo, respec- 
tively. The data indicate: 

1. With wedge boundary-layer bleed, pressure recoveries of 0.93 and 
0.89 were obtained at Mach numbers 1.6 and 2.0. 
cantly decreased as a result of bleed. 
bleed increased effective-thrust ratio by 3 and 13 percent at Mach num- 
bers 1.6 to 2.0. 

Distortion was signifi- 
At engine matched mass flow, 

2. Wedge angle variations up to +3O from the optimum setting at 
Mach number 1.6 or about + 2 O  at Mach number 2.0 caused a loss in pressure 
recovery of less than 1 percent. 

3. Pressure recovery was maintained up to 15' angle of attack at 
Mach number 1.6 and 7' at Mach number 2.0. 
was maintained nearly constant up to 12' angle of attack at the Mach 
numbers tested. 

The stable range of mass flow 

4. Through asymmetric second wedge deflection the undesirable side- 
slip characteristics of the inlet were overcome. Optimum inlet performance 
in sideslip was obtained with 1' of asymmetric second wedge deflection 
per degree of sideslip. 

Ames Research Center 
National Aeronautics and Space Administration 

Moffett Field, Calif., Nov. 4, 1958 
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